"CALL TWO WORKING DAYS BEFORE YOU DIG 1-800-342-1585 or 811"

1. Locations of existing utilities must be field located with their respective owners before digging or making new connections.
2. Sanitary sewer can vary 4' from centerline around curves, however DEQ minimum separation distances must be met.
3. Water and sewer laterals shall be stubbed out to far side of the utility easement and clearly marked as per city standard.
4. Street lighting shall be at each intersection and mid-block with a maximum spacing of 350' between light poles.
5. Utility poles, fire hydrants, light poles, and street signs shall be located with 1.5' minimum clearance from back of curb to closest face of utility and shall not be placed into sidewalk unless approved by city engineer and drawing No. 1-2.
6. Traffic control devices and their location shall conform to latest adopted edition of MUTCD.
7. All utility frame and lids to be located outside of wheel paths areas. The top of the utilities will have a tolerance of +0 to -1/4".
8. Tree species and placement within right-of-way must have written approval of city forester and city engineer.
9. Any deviation from these standard shall have written consent of the city engineer.

CITY OF LEWISTON, IDAHO
PUBLIC WORKS DEPARTMENT

UTILITY LOCATIONS

APPROVED FOR PUBLICATION
City Engineer Date

DWG. NO.
1-1

\Standards\2010 - Standards\1_General\Utility Locations.dwg