**TYPICAL WATER METER LOCATION**

IF THE SIDEWALK IS TOUCHING THE CURB THE METER SHALL BE INSTALLED 12" TO 18" BEHIND THE SIDEWALK.

METER SHALL NOT BE INSTALLED IN DRIVEWAY AND WILL ONLY BE ALLOWED IN THE SIDEWALK WHEN PROPERTY'S FRONTAGE IS CONCRETE (I.E. DOWNTOWN MAIN STREET).

ROADWAY SURFACE

4" MIN. COVER

TAP BY CONTRACTOR OR BY WATER DEPT.

1" SERVICE - CURVED

1 1/2" & 2" SERVICES - STRAIGHT FOR COPPER

WATERMAIN

PEX TYPE 'A' TO BE INSTALLED CURVED TO MAIN (SIMILAR TO 1" SERVICE)

METER TO BE INSTALLED BY CITY, DEVELOPER TO INSTALL COPPER SETTER, CURB STOP AND METER BOX. REFER ALL QUESTIONS IN RIGHT-OF-WAY TO CITY WATER DEPARTMENT (208) 791-2032.

IF NO SIDEWALK IS INSTALLED:

18" FROM BACK OF CURB

18" FROM EDGE OF RETENTION SWALE

METER

3" MIN. COVER

12" to 18" TOP OF METER

PUBLIC PRIVATE

12" OUTSIDE OF METER BOX - ADAPTER BY PROPERTY OWNER

REFER ALL QUESTIONS IN PRIVATE PROPERTY AREA TO THE CITY PLUMBING INSPECTOR AND CITY BUILDING OFFICIAL (208) 746-1318.

GENERAL NOTES:
1. WATER SERVICE LINES SHALL HAVE A MINIMUM COVER OF (3) THREE FEET MEASURED FROM THE FINISHED GROUND SURFACE.
2. SERVICE LINE SHALL BE BACKFILLED AND BEDDED WITH 3" OF SAND OR SOIL FREE OF ORGANIC MATERIAL, ROCK OR OTHER MATERIAL THAT COULD DAMAGE SERVICE LINE.
3. THE TOP OF THE METER SHALL BE 12" TO 18" DEEP.

**SHEET 2 OF 2**

CITY OF LEWISTON, IDAHO
PUBLIC WORKS DEPARTMENT

TYPICAL WATER METER or UTILITY MARKER LOCATION

APPROVED FOR PUBLICATION

City Engineer Date

4-5